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Installation Instructions for LD2AS-LH
Landrover Discovery |l
51L Sill Auxiliary Tank

This sill tank mounts in the sill area between the chassis out-riggers on either side of the

vehicle. The filler will be located in the forward section of the rear wheel arch on the side of

the tank. Fuel is transferred via an electric pump that will pump fuel from the auxiliary tank
into the OEM tank. A combination switch/gauge will be located into a suitable position in the
dash. When the switch is in operation a light will be ON, indicating that the transfer
pump is in operation. A series of lights will also indicate fuel level. All GREEN lights on
showing FULL, one RED light showing EMPTY.

(DO NOT OPERATE TRANSFER PUMP WITH NO FUEL IN AUXILIARY TANK OR
PUMP FAILURE WILL OCCUR).

. Mount switch/gauge into an available blank in dash, adjacent to electric mirror control.
This will require care, to accurately and neatly cut the correct sized hole. Carry out wiring
installation as per diagram.

. Remove rear wheel and, using template, mark filler neck hole in wheel arch. Cut hole
using hole saw and file sharp edges smooth. (NOTE: For left hand sill tank, remove
brackets welded to centre section of chassis). Locate 2 x 6mm holes in rear chassis out-
rigger, enlarge these holes to 8mm and fit secondary bracket to front chassis out-rigger
as per diagram, drill 8mm holes and secure bracket. Remove crossmember from under
transfer case.

. Mount transfer pump in a suitable location. Check operation of gauge sender by rolling
tank and measuring OHMS readings, (should read 0-2 OHMS EMPTY and 88- 92 OHMS
FULL). Install brass fittings into tank, 1/2 x 1/4 elbow adjacent to filler neck, 5/16 x 1/4
elbow to socket on side of tank.

. Lift tank into position and secure temporarily by using 2 of the crossmember bolts
previously removed. Check tank alignment, clamp tank up to secondary brackets, drill
holes as required and secure tank. Refit crossmember using M8 x 25 bolts, flat and spring
washers supplied in Kit.

. Fit 150mm length of 44mm hose to tank, then fit fill neck into hose. With filler cap in neck
centralize filler neck in hole in inner wheel arch, clamp mounting tag to wheel arch, drill 2
x 6mm holes and secure filler with M6 bolts and Nyloc nuts. Install 19 x 8 x 6 double T
piece into OEM fast fill hose as close as possible to chassis then connect all other
remaining hoses and wires and neatly cable tie them away from any moving parts or heat
sources. Fill tank with fuel and check for leaks, check gauge and pump operation.



